How Intel Benefits SAP ERP

For more than 10 years, Intel and SAP AG have worked together to help ensure leading performance for SAP software solutions on Intel® processor-based servers. By running SAP ERP on servers with Intel® Xeon® processors, enterprises can tap the power of that collaboration and access outstanding application performance and easy scalability to help achieve their business goals.

Servers based on the Intel Xeon processor E7 family deliver top-of-the-line support for demanding SAP workloads. Non-virtualized SAP software deployments can result in significant server sprawl due to the use of multiple paths to production and the tiered software architecture. With up to 40 processor cores, 80 execution threads and two terabytes of memory, a standard four-socket Intel Xeon processor E7 family-based server provides ample resources for consolidating SAP environments. Eight-socket and larger systems are available from leading server vendors, offering even higher capacity for virtualizing and consolidating demanding workloads.

VMware software solutions provide the most flexible and cost-effective virtualization solution for SAP software implementations and are optimized for the Intel Xeon processor E7 family. VMware vSphere* is a business virtual infrastructure, which is a new category of software specifically designed to holistically manage large collections of infrastructure – including CPUs, storage, and networking – as a seamless, flexible and dynamic operating environment. Analogous to the operating system that manages the complexity of an individual machine, the business virtual infrastructure manages the complexity of a data center.

VMware vSphere 4.1 includes the VMware ESX* hypervisor, which provides a flexible and scalable software foundation for virtualizing high-capacity Intel Xeon processor E7 family-based servers. Virtual machines can be configured with up to eight virtual CPUs and 255 GB of memory. They can also support up to 30 GB/s of network bandwidth and more than 300,000 I/O operations per second. With these resources, all but the most extreme workloads can be successfully virtualized.

Intel® Xeon® processor E7 family-based platforms deliver 1.35x the performance of previous-generation Intel Xeon processor 7500 series-based platforms running the SAP® ERP application in a virtualized environment.®
VMware ESX Server provides comprehensive support for Intel® Virtualization Technology® (Intel® VT), which enables near-native performance and increased flexibility for virtualized workloads.

• Intel® VT-x, with Intel® VT FlexPriority and Extended Page Tables, provides performance optimization across the full range of 32-bit and 64-bit operating environments and has been shown to reduce round trip virtualization latencies by up to 40 percent. Intel® VT-x also includes Intel® VT FlexMigration, which, in tandem with VMware Enhanced VMotion®, provides an enterprise-class live migration solution that supports workload migration among current and future Intel Xeon® processor-based servers.

• Intel® Virtualization Technology for Directed I/O (Intel® VT-d) speeds data movement and eliminates much of the performance overhead of I/O virtualization by giving designated virtual machines direct access to their own dedicated I/O devices.

• Intel® Virtualization Technology for Connectivity (Intel® VT-c) further enhances server I/O solutions by integrating extensive hardware assists into the I/O devices that are used to connect servers to the data center network, storage infrastructure, and other external devices. Intel VT-c can increase network throughput by up to 2x compared with non-hardware-assisted devices.

Intel Xeon® processor E7 family is engineered specifically to support the demands of mission-critical environments. It adds to the more than 20 mainframe-inspired reliability, availability and serviceability (RAS) features delivered in the Intel Xeon® processor 7500 series, so it provides even better support for data integrity and system resilience. New security features, including new instructions for accelerated encryption, are included to help businesses protect their data, applications, and infrastructure more effectively. VMware complements these capabilities, by offering comprehensive support for high availability, fault tolerance, and disaster recovery through automatic failover of virtual machines across LANs and WANs.

**Performance Results**

The Intel® Xeon® processor 7500 series delivered the biggest performance leap ever for an Intel® processor, providing an average of 3x better performance than the previous-generation Intel® Xeon® processor 7400 series across a range of industry-standard benchmarks – and 3.12x better performance for SAP® ERP in particular.

Recent tests show that servers based on the Intel Xeon® processor E7 family deliver additional and significant gains for SAP® ERP versus comparably configured Intel Xeon processor 7500 series-based servers. They also show that four-socket servers based on this new processor family provide exceptional scalable performance compared with two-socket servers based on the Intel® Xeon® processor 5600 series.

• Four-socket servers based on the Intel Xeon® processor E7 family demonstrated 1.35x higher performance than four-socket servers based on the Intel Xeon processor 7500 series (at 1.76x the performance per watt).

---

The Intel® Xeon® processor E7 family helps IT organizations achieve near-native performance for SAP® ERP in a virtualized environment, so IT can lower costs and improve agility without compromising performance.
Four-socket servers based on the Intel Xeon processor E7 family demonstrated 3.07x higher performance than two-socket servers based on the Intel Xeon processor 5600 series (at 1.16x the performance per watt).

Additional tests were run to test the effectiveness of enabling Intel® Hyper-Threading Technology7 (Intel® HT Technology) and Intel® Turbo Boost Technology8 when running SAP ERP on Intel Xeon processor E7 family-based servers.

- Enabling Intel HT Technology delivered 1.31x higher performance (with only 1.12x power increase).
- Enabling Intel Turbo Boost Technology delivered 1.04x higher performance (with 1.07x power increase).

The above results were measured using a typical SAP ERP workload. Virtualization support was provided by VMware ESX Server 4.1 U1 (see Table 2), which has been optimized to take advantage of hardware features in the Intel Xeon processors, including Extended Page Tables (EPT), Intel® Turbo Boost Technology, and Intel® QuickPath Technology.

Multiplying the Benefits of Virtualization for SAP ERP

Database performance is a critical part of a successful ERP implementation, and it is essential that virtualization does not compromise that performance. By running SAP ERP in a virtualized environment built on Intel Xeon processor E7 family-based platforms and VMware ESX Server, companies can achieve outstanding ERP performance and scalability, while virtualizing and consolidating their server infrastructure to reduce IT costs.

Learn More

For more information on SAP ERP, visit www.sap.com/solutions/business-suite/erp/index.epx.

For more information on VMware ESX Server, visit www.vmware.com/products/vi/esx.

For more information on the Intel Xeon processor E7 family, visit www.intel.com/xeon.
Intel® Virtualization Technology requires a computer system with an enabled Intel® processor, BIOS, virtual machine monitor (VMM) and, for some uses, certain platform software enabled for it. Functionality, performance or other benefits will vary depending on hardware and software configurations and may require a BIOS update. Software applications may not be compatible with all operating systems. Please check with your application vendor.

1 Intel internal measurements. Intel® Xeon® processor 5500 series (Nehalem) vs. Intel® Xeon® processor 5400 series.

2 Source: Intel internal measurements. Intel® Xeon® processor 5500 series (Nehalem) vs. Intel® Xeon® processor 5400 series.

3 Intel internal measurement. (April 2008) Ixia IxChariot* 6.4 benchmark. VMware ESX* v3.5U1. Intel® Xeon® processor E5355, 2.66 GHz, 8 MB L2 cache, 1333 MHz system bus, 8 GB memory (8x1 GB FB DIMM 667 MHz).

4 Intel internal measurement. (April 2008) Ixia IxChariot* 6.4 benchmark. VMware ESX* v3.5U1. Intel® Xeon® processor E5355, 2.66 GHz, 8 MB L2 cache, 1333 MHz system bus, 8 GB memory (8x1 GB FB DIMM 667 MHz).

5 Most RAS features in the Intel Xeon processor 7500 series and the Intel Xeon processor E7 family are supported in VMware ESX Server. Some require system-level support from the server manufacturer. Check with your preferred server vendor for current and planned support.

Intel® Hyper-Threading Technology requires a computer system with a processor supporting HT Technology and an HT Technology-enabled chipset, BIOS and operating system. Performance will vary depending on the specific hardware and software you use. For more information including details on which processors support HT Technology, see http://www.intel.com/info/hyperthreading.

Intel® Hyper-Threading Technology requires a computer system with a processor supporting HT Technology and an HT Technology-enabled chipset, BIOS and operating system. Performance will vary depending on the specific hardware and software you use. For more information including details on which processors support HT Technology, see http://www.intel.com/info/hyperthreading.

Intel® Turbo Boost Technology requires a processor with Intel Turbo Boost Technology capability. Intel Turbo Boost Technology performance varies depending on hardware, software and overall system configuration. Check with your platform manufacturer on whether your system delivers Intel Turbo Boost Technology. For more information, see http://www.intel.com/technology/turbo.

Intel® Turbo Boost Technology requires a processor with Intel Turbo Boost Technology capability. Intel Turbo Boost Technology performance varies depending on hardware, software and overall system configuration. Check with your platform manufacturer on whether your system delivers Intel Turbo Boost Technology. For more information, see http://www.intel.com/technology/turbo.

Intel may make changes to specifications and product descriptions at any time, without notice.

Performance tests and ratings are measured using specific computer systems and/or components and reflect the approximate performance of Intel products as measured by those tests. Any difference in system hardware or software design or configuration may affect actual performance. Buyers should consult other sources of information to evaluate the performance of systems or components they are considering purchasing. For more information on performance tests and on the performance of Intel products, visit http://www.intel.com/performance/resources/limits.htm or call (U.S.) 1-800-628-8686 or 1-916-356-3104.

Intel, processors, chipsets, and desktop boards may contain design defects or errors known as errata, which may cause the product to deviate from published specifications.

Intel, processors, chipsets, and desktop boards may contain design defects or errors known as errata, which may cause the product to deviate from published specifications.

Copyright © 2011 Intel Corporation. All rights reserved. Intel, the Intel logo, and Xeon are trademarks of Intel Corporation in the U.S. and other countries.

Please Recycle 323607-003US